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Ta dokument je namenjen kot dopolnilo navodilom za namestitev in uporabo izdelka.
Ta navodila posebej podpirajo Flamcomat G4 glede varnosti, uporabe in delovanja.

Navodila za montažo in dodatno dokumentacijo v različnih jezikih najdete na spletnem mestu  
www. flamcogroup.com/manuals. Dodatne informacije o proizvodnji lahko dobite v ustrezni podružnični  
pisarni podjetja Flamco.

Legenda:

 Domov

 Nastavitve

 Splošno

 Informacije o storitvi

1. Pravilna uporaba
Nadzorno enoto Flextronic uporabljajte v skladu s tem priročnikom. Izjava o skladnosti iz prvotne dokumentacije 
je še vedno veljavna.

2. Opis izdelka
Flextronic je univerzalna krmilna enota za avtomate Flamco.
Ima širok razpon komunikacijskih možnosti, ki jih lahko vklopite v meniju z dodatki Flextronic:
1. Ethernetna vrata za integracijo BMS, za komunikacijo po protokolu Modbus ali BACnet.
2. Vrata USB za shranjevanje operativnega dnevnika ali posodobitev vdelane programske opreme.
3. Vrata Canbus (parjena za verigo) za medsebojno povezavo več avtomatov Flamco.
4. Vrata RS-485 (parjena za verigo) za povezavo storitve Flamco Remote Service Gateway (Flamconnect)  

ali tudi za integracijo BMS preko Modbusu ali BACneta.
5. Brezžični vmesnik (2.400…2.485 GHz) za parjenje s pametnim telefonom ali tablico.
6. Analogni napetostni izhodni signali za daljinsko prikazovanje nivoja posode in tlaka v sistemu (0–10 V).
7. Digitalni (diskretni) izhodni signali (250 VAC, 5 A maks., brez potenciala). Napake in opozorila po meri lahko 

nastavite na tri vrata v meniju Flextronic Alarms.

Neopredeljena vrata so namenjena za določene dodatke avtomata ali za druge operativne namene. 
Ne uporabljajte jih za vmesnike za stranke ali komunikacijo. 
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2.1  Podrobnosti ožičenja

Namestitev, obdelavo podatkov in zagon mora opraviti usposobljeno, kvalificirano in sposobno osebje. 
Upoštevajte veljavne nacionalne standarde, predpise in pravila. Navodila za montažo in dodatno dokumentacijo 
v različnih jezikih najdete na spletnem mestu www.flamcogroup.com/manuals.

 • Dodatni kabli niso vključeni ali dobavljeni s strani podjetja Flamco.
 • Flamco priporoča uporabo zavitega enojno zaščitenega kabla. 
 • Zaključni upor ima vrednost 120 Ohmov.
 • Najdaljša dovoljena dolžina kablov je 500 m.

2.2  Prehod Flamconnect
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2.3  Povezljivost BMS Modbus & BACnet

Na RS-485 BUS ni možna hkratna komunikacija preko Modbusa in BACneta. Če sta potrebna oba protokola, mora 
eden od protokolov teči preko povezave ethernet (IP).
Pri uporabi storitve Flamconnect Remote Service Gateway so tej funkciji namenjena vrata RS485. Če sta potrebna 
tudi Modbus ali BACnet, lahko to dosežete le preko povezave ethernet (IP).

2.4  Medsebojno povezani avtomati Flamco

2.5  Analogni izhodni signali (stranka)

Za pridobitev napetostnega analognega signala sistemskega tlaka in nivoja posode.
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2.6  Digitalni (diskretni) izhodni signali

P29 (VFC3)P28 (VFC2)P27 (VFC1)

(NO) Relay openend at (NO) OUT when controller is powered down, running with error or cable broken

(NO) Relay closed at (NO) OUT when controller powered up and running without error

P29 (VFC3)P28 (VFC2)P27 (VFC1)

NC NOCOM NOCOM NOCOM

NC NOCOM NOCOM NOCOM

OUTIN OUTIN OUTIN

OUTIn OUTIN OUTIN

GUI settings:
Invert polarity: o�

Specifications of VFC:
5A @ 240VAC (non-inductive)

Incoming signal from BMS

Returning signal to BMS

relay

Faulty 

No Fault

P27 P28 P29
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Za pridobivanje stanja avtomata. Poljubno nastavljivo sporočilo o napaki lahko dodelite vsakemu izhodu. 
Izhod P29 je zaporni signal kotla v načinu >110 °C, v tem načinu ni na voljo za alarmiranje.

3. Brezžična konfiguracija in nastavitve
Konfiguracija je mogoča z aplikacijo Flamconnect.
 
Za paritev: vnesite geslo (Passcode). Lahko se nahaja na nalepki kode QR na avtomatu ali pa ga prikažete na zaslonu.

Informacije o sistemu Za spremljanje informacij 
o avtomatu in krmilniku

 ▶ 

Konfiguracija uporabniških vmesnikov in komunikacijskih protokolov je dostopna v meniju krmilnika.

Dodatki Za vklop naprednejših 
dodatkov avtomata

 ▶  ▶ 
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3.1  Nastavitve komunikacijskega vmesnika
Ethernet: 
Naslov IP 192.168.100.150
Maska IP 255.255.255.0
Prehod IP 192.168.100.1
RS-485: 
Flextronic je podrejen.
ID naprave izbirno
Baudna hitrost 19.200 
Parnost 8-n-1
Istemu vmesniku lahko naenkrat dodelite samo en protokol. Ko je storitev Remote Service Gateway povezana, 
Modbus in BACnet nista na voljo preko RS-485. Za integracijo BMS raje uporabite vrata ethernet.

3.2  Digitalno (diskretno) izhodno programiranje
Potencialno prostim digitalnim (disktretnim) izhodom je mogoče dodeliti napake po meri (napake in opozorila). 
Če je istemu izhodu dodeljenih več napak, izhod postane aktiven, če je za ta izhod aktivna katera od dodeljenih 
napak.

Konfiguriranje napak je na voljo v meniju Flextronic:

Alarmi Za dodelitev alarmnih sporočil 
relevantnim morebitnim 
prostim izhodom

 ▶  ▶ 
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4. Tabela preslikave
4.1  Flamcomat

Register Access Name Type Unit Range

0x0001 R Current working pressure UINT16 cbar 0..16000
0x0002 R Current vessel level UINT16 % 0…100

0x0003 R Outputs state  
(1-on) UINT16

Bit 0: P35 M1 Active (pump/compressor)
Bit 1: P36 M2 Active (pump/compressor)
Bit 2: P33 V1 active (Valve 1) 
Bit 3: P34 V2 active (Valve 2)
Bit 4: P31 V3 Active (Valve 3/ Refill pump)
Bit 8: Degassing On (Enabled)*
Bit 9: Degassing mode (0-normal, 1-turbo)*

0x0004 R Error table 1 
1-error active) UINT16

Bit 0: Single pump/ compressor maximum run time error
Bit 1: Redundant pumps/ compressor maximum run time error
Bit 2: Load dependant pumps/ compressor maximum run time 
error
Bit 3: Single pump/ compressor current error
Bit 4: Pump A current error (double pump/ compressor 
configuration)
Bit 5: Pump B current error (doublepump/ compressor 
configuration)
Bit 6: Pumps A and B current error (double pump/ compressor 
configuration)
Bit 7: Pump C/ compressor current error
Bit 8: Self-learning valve correction error 
Bit 9: Self-learning pump correction error 
Bit 10: Pressure sensor current exceeded
Bit 11: Pressure sensor no current
Bit 12: Load cell current exceeded
Bit 13: Load cell no current
Bit 14: Pump A/ compressor power consumption too high
Bit 15: Pump B/ compressor power consumption too high

0x0005 R Error table 2 
1-error active) UINT16

Bit 0: Pump C power consumption too high
Bit 1: Maximum Runtime P35 M1 exeeded
Bit 2: Maximum Runtime P36 M2 exeeded
Bit 3: Maximum supplation threaded water amount exceeded
Bit 4: Pump running, no decrease of water level in vessel*
Bit 5: Valve open, no increase of water level in vessel*
Bit 6: Maximum runtime P33 V1 exeeded
Bit 7: Maximum runtime P34 V2 exeeded
Bit 8: To run quick fill*
Bit 9: To run system fill*
Bit 10: System run in auto mode
Bit 11: Quick system filling active, V to stop*
Bit 12: System filling active, V to stop*
Bit 13: Manual mode active, press V to start automat
Bit 14: Diaphragm rupture
Bit 15: Spare
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Register Access Name Type Unit Range

0x0006 R Error table 3
(1-error active) UINT16

Bit 0: Water level increase in vessel without Flamcomat activity*
Bit 1: Water level decrease in vessel without Flamcomat activity*
Bit 2: Maintenance 1 is due
Bit 3: Initial fill failed
Bit 4: Maximum refill time exceeded
Bit 5: Maximum drain time exceeded*
Bit 6: No refill flow
Bit 7: Amount refill water too much
Bit 8: Spare
Bit 9: Spare
Bit 10: Spare
Bit 11: Initial fill active
Bit 12: Manual initial fill active
Bit 13: System fill timer expired
Bit 14: Quick fill timer expired*
Bit 15: Maintenance 2 is due

0x0007 R Error table 4 
(1-error active) UINT16

Bit 0: Maintenance 3 is due
Bit 1: Maintenance 4 is due
Bit 2: Spare
Bit 3: Spare
Bit 4: Spare
Bit 5: Spare
Bit 6: Spare
Bit 7: Spare
Bit 8: Spare
Bit 9: Spare
Bit 10: Spare
Bit 11: Spare
Bit 12: Spare
Bit 13: Spare
Bit 14: Spare
Bit 15: Spare

0x0008 R Operational hours total UINT16 hours

0x0009 R Availability 
( 0 - No, 1 - Yes) UINT16

Bit 0: P35 M1 pressure increase
Bit 1: P36 M2 Pressure increase
Bit 2: P33 V1 (pressure decrease/ compressor valve)
Bit 3: P34 V2 (pressure decrease/ compressor valve)
Bit 4: P31 V3 (filling pump/ valve)
Bit 8: Minimum pressure limiter
Bit 9: Diaphragm rupture sensor
Bit 10: Maximum temperature sensor

0x000A R Pressure setpoint UINT16 cbar 0..16000
0x000B R Minimum water level (absolute) UINT16 %
0x000C R Level refeeding On (absolute) UINT16 %
0x000D R Level refeeding Off (absolute) UINT16 %
0x000E R Minimum level alarm limit UINT16 %
0x000F R Maximum level alarm limit UINT16 %
0x0010 R Nominal volume of vessel UINT16 l

0x0011 R Operational mode UINT16
0 - single mode, 
1 - redundant mode
2 - load-dependent 

0x0012 R Total refill liters UINT16 l
0x0013 R Total refill minutes UINT16 minute
* Not applicable for the Flamcomat MK-U G4



Komunikacijski priročnik Flextronic Pridržujemo si pravico do spremembe zasnov in tehničnih specifikacij svojih izdelkov. 10

4.2  FlexFiller
Register Access Name Type Unit Formatting
0x0000 R SystemPressure U16 mbar Decimal
0x0001 R SupplyPressure U16 mbar Decimal
0x0002 R TankLevel U16 % Decimal
0x0003 R VacuumPressure U16 mbar Decimal
0x000A R PressureSetpoint U16 mbar Decimal
0x000B R SafetyValveSetting U16 mbar Decimal
0x000C R Calculated_LowPressureAlarm U16 mbar Decimal
0x000D R Calculated_High

PressureAlarm
U16 mbar Decimal

0x000E R VesselVolume U16 l Decimal

0x0030 R DigitalInput U16 Binary NA

0x0031 R DigitalOutput U16 Binary Bit 0: P36 (Pump 2 / NC)
Bit 1: P35 (Pump 1 / Direct drain valve)
Bit 2: P34 (NC)
Bit 3: P33 (NC)
Bit 4: P32 (NC)
Bit 5: P31 (Refill / Inlet valve)
Bit 6: P29 (VFC 1)
Bit 7: P28 (VFC 2)
Bit 8: P27 (VFC 3)

0x0032 R AccessoryPresenceMask U16 Binary NA
0x0033 R AccessoryPresenceMask U16 Binary NA
0x0034 R DaysToTheNextMaintenance1 U16 count Decimal
0x0035 R DaysToTheNextMaintenance2 U16 count Decimal
0x0036 R DaysToTheNextMaintenance3 U16 count Decimal
0x0037 R DaysToTheNextMaintenance4 U16 count Decimal

0x0040 R Errors_3 U16 Binary NA (For Future Use)
0x0041 R Errors_2 U16 Binary NA (For Future Use)
0x0042 R Errors_1 U16 Binary NA (For Future Use)
0x0043 R Errors_0 U16 Binary Bit 0: ALR_SYSTEM_PRESSURE_LOW

Bit 1: ALR_SYSTEM_PRESSURE_BELOW_MINIMUM
Bit 2: ALR_SYSTEM_PRESSURE_SENSOR_OOB_LOW
Bit 3: ALR_SYSTEM_PRESSURE_SENSOR_OOB_HIGH
Bit 4: ALR_SYSTEM_PRESSURE_HIGH
Bit 5: ALR_SYSTEM_FILL_TIMER_EXPIRED
Bit 6: ALR_SAFETY_VALVE_ACTIVE
Bit 7: ALR_VESSEL_PRECHARGE_LOST
Bit 8: ALR_PUMP_1_OVER_CURRENT
Bit 9: ALR_PUMP_2_OVER_CURRENT
Bit 10: ALR_PUMP_1_NO_CURRENT
Bit 11: ALR_PUMP_2_NO_CURRENT

0x0044 R Warnings_0 U16 Binary NA (For Future Use)

0x0045 R Warnings_1 U16 Binary Bit 0: WRN_SYPHON_FLUSH_DETECTED
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0x0046 R Warnings_2 U16 Binary Bit 0: WRN_SYSTEM_FILL_ACTIVE
Bit 1: WRN_SYSTEM_FILL_ON_HOLD
Bit 2: WRN_ANTI_LEGIONELLA_RUNNING
Bit 3: WRN_DEVICE_REBOOT
Bit 4: WRN_TANK_LEVEL_SENSOR_OOB_LOW
Bit 5: WRN_TANK_LEVEL_SENSOR_OOB_HIGH
Bit 6: WRN_PUMP_DRY_RUN
Bit 7: WRN_TANK_OVERFLOW
Bit 8: WRN_MANUAL_SYSTEM_FILL
Bit 9: WRN_PUMP_1_RUNTIME
Bit 10: WRN_PUMP_2_RUNTIME
Bit 11: WRN_ANTI_LEGIONELLA_RECOVERY
Bit 12: WRN_VACUUM_PRESSURE_SENSOR_OOB_LOW
Bit 13: WRN_VACUUM_PRESSURE_SENSOR_OOB_HIGH
Bit 14: WRN_FILTER_FULL
Bit 15: WRN_VACUUM_ERROR

0x0047 R Warnings_3 U16 Binary Bit 0: WRN_SYSTEM_PRESSURE_HIGH
Bit 1: WRN_MAX_AMOUNT_TOPUP_WATER
Bit 2: WRN_SYSTEM_PRESSURE_LOW
Bit 3: WRN_NUMBER_OF_TOPUPS
Bit 4: WRN_SUPPLY_PRESSURE_TOO_LOW
Bit 5: WRN_SUPPLY_PRESSURE_TOO_HIGH
Bit 6: WRN_SUPPLY_PRESSURE_SENSOR_OOB_LOW
Bit 7: WRN_SUPPLY_PRESSURE_SENSOR_OOB_HIGH
Bit 8: WRN_SYSTEM_FILL_SELF_LEARNING
Bit 9: WRN_MANUAL_MODE
Bit 10: WRN_MAXIMUM_TOPUP_TIME_EXCEEDED
Bit 11: WRN_NO_TOPUP_FLOW
Bit 12: WRN_MAINTENANCE_1_DUE
Bit 13: WRN_MAINTENANCE_2_DUE
Bit 14: WRN_MAINTENANCE_3_DUE
Bit 15: WRN_MAINTENANCE_4_DUE

0x0050 R OverallRuntime_H U16 h Decimal (Combine 0x0050&0x0051 to read the full U32 value)
0x0051 R OverallRuntime_L U16 h Decimal (Combine 0x0050&0x0051 to read the full U32 value)
0x0052 R TotalFilledVolume_H U16 ml Decimal (Combine 0x0052&0x0053 to read the full U32 value)
0x0053 R TotalFilledVolume_L U16 ml Decimal (Combine 0x0052&0x0053 to read the full U32 value)
0x0054 R TotalFillTime_H U16 s Decimal (Combine 0x0054&0x0055 to read the full U32 value)
0x0055 R TotalFillTime_L U16 s Decimal (Combine 0x0054&0x0055 to read the full U32 value)
0x0056 R ActivationsMv1_H U16 count Decimal (Combine 0x0056&0x0057 to read the full U32 value)
0x0057 R ActivationsMv1_L U16 count Decimal (Combine 0x0056&0x0057 to read the full U32 value)
0x0058 R ActivationsMv2_H U16 count Decimal (Combine 0x0058&0x0059 to read the full U32 value)
0x0059 R ActivationsMv2_L U16 count Decimal (Combine 0x0058&0x0059 to read the full U32 value)
0x005A R RuntimeMv1_H U16 s Decimal (Combine 0x005A&0x005B to read the full U32 value)
0x005B R RuntimeMv1_L U16 s Decimal (Combine 0x005A&0x005B to read the full U32 value)
0x005C R RuntimeMv2_H U16 s Decimal (Combine 0x005C&0x005D to read the full U32 value)
0x005D R RuntimeMv2_L U16 s Decimal (Combine 0x005C&0x005D to read the full U32 value)
0x005E R ActivationsPump1_H U16 count Decimal (Combine 0x005E&0x005F to read the full U32 value)
0x005F R ActivationsPump1_L U16 count Decimal (Combine 0x005E&0x005F to read the full U32 value)
0x0060 R ActivationsPump2_H U16 count Decimal (Combine 0x0060&0x0061 to read the full U32 value)
0x0061 R ActivationsPump2_L U16 count Decimal (Combine 0x0060&0x0061 to read the full U32 value)
0x0062 R ActivationsValve1_H U16 count Decimal (Combine 0x0062&0x0063 to read the full U32 value)
0x0063 R ActivationsValve1_L U16 count Decimal (Combine 0x0062&0x0063 to read the full U32 value)
0x0064 R RuntimePump1_H U16 s Decimal (Combine 0x0064&0x0065 to read the full U32 value)
0x0065 R RuntimePump1_L U16 s Decimal (Combine 0x0064&0x0065 to read the full U32 value)
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0x0066 R RuntimePump2_H U16 s Decimal (Combine 0x0066&0x0067 to read the full U32 value)
0x0067 R RuntimePump2_L U16 s Decimal (Combine 0x0066&0x0067 to read the full U32 value)
0x0068 R RuntimeValve1_H U16 s Decimal (Combine 0x0068&0x0069 to read the full U32 value)
0x0069 R RuntimeValve1_L U16 s Decimal (Combine 0x0068&0x0069 to read the full U32 value)
0x006A R NrOfNormalTopUps_H U16 count Decimal (Combine 0x006A&0x006B to read the full U32 value)
0x006B R NrOfNormalTopUps_L U16 count Decimal (Combine 0x006A&0x006B to read the full U32 value)
0x006C R NrOfEmergencyStops_H U16 count Decimal (Combine 0x006C&0x006D to read the full U32 value)
0x006D R NrOfEmergencyStops_L U16 count Decimal (Combine 0x006C&0x006D to read the full U32 value)
0x006E R SafetyValveActivations_H U16 count Decimal (Combine 0x006E&0x006F to read the full U32 value)
0x006F R SafetyValveActivations_L U16 count Decimal (Combine 0x006E&0x006F to read the full U32 value)
0x0070 R ActivationsVfc1_H U16 count Decimal (Combine 0x0070&0x0071 to read the full U32 value)
0x0071 R ActivationsVfc1_L U16 count Decimal (Combine 0x0070&0x0071 to read the full U32 value)
0x0072 R ActivationsVfc2_H U16 count Decimal (Combine 0x0072&0x0073 to read the full U32 value)
0x0073 R ActivationsVfc2_L U16 count Decimal (Combine 0x0072&0x0073 to read the full U32 value)
0x0074 R ActivationsVfc3_H U16 count Decimal (Combine 0x0074&0x0075 to read the full U32 value)
0x0075 R ActivationsVfc3_L U16 count Decimal (Combine 0x0074&0x0075 to read the full U32 value)
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5. Tabela preslikave BACnet
5.1  Flamcomat
Object identifier Access Object Name Type Unit Range

OBJECT_ANALOG_VALUE:0 R Current working pressure UINT16 cbar 0..16000
OBJECT_ANALOG_VALUE:1 R Current vessel level UINT16 % 0…100

OBJECT_ANALOG_VALUE:2 R Outputs state  
(1-on) UINT16

Bit 0: P35 M1 active (pump/ compressor)
Bit 1: P36 M2 active (pump/ compressor)
Bit 2: P33 V1 active (valve 1) 
Bit 3: P34 V2 active (valve 2)
Bit 4: P31 V3 active (valve 3)
Bit 8: Degassing On (Enabled)*
Bit 9: Degassing mode (0-normal, 1-turbo)*

OBJECT_ANALOG_VALUE:3 R Error table 1 
1-error active) UINT16

Bit 0: Single pump/ compressor maximum run time error
Bit 1: Redundant pumps/ compressor maximum run time error
Bit 2: Load dependent pumps/ compressor maximum run time 
error
Bit 3: Single pump/compressor current error
Bit 4: Pump A current error (double pump/ compressor 
configuration)
Bit 5: Pump B current error (double pump/ compressor 
configuration)
Bit 6: Pumps A and B/ compressor current error (double pump 
c configuration)
Bit 7: Pump C/ compressor current error
Bit 8: Self-learning valve correction error
Bit 9: Self-learning pump/ compressor correction error
Bit 10: Pressure sensor current exceeded
Bit 11: Pressure sensor no current
Bit 12: Load cell current exceeded
Bit 13: Load cell no current
Bit 14: Pump A/ compressor power consumption too high
Bit 15: Pump B/ compressor power consumption too high

OBJECT_ANALOG_VALUE:4 R Error table 2 
(1-error active) UINT16

Bit 0: Pump C/ compressor power consumption too high
Bit 1: Maximum runtime P35 M1 exeeded
Bit 2: Maximum runtime P36 M2 exeeded
Bit 3: Maximum supplation threaded water amount exceeded
Bit 4: Pump/ compressor running, no decrease of water level in 
vessel
Bit 5: Valve open, no increase of water level in vessel
Bit 6: Maximum runtime P33 V1 exeeded
Bit 7: Maximum runtime P34 V2 exeeded
Bit 8: To run quick fill*
Bit 9: To run system fill*
Bit 10: System run in auto mode
Bit 11: Quick system filling active, V to stop*
Bit 12: System filling active, V to stop*
Bit 13: Manual mode active, press V to start automat
Bit 14: Diaphragm rupture
Bit 15: Spare



Komunikacijski priročnik Flextronic Pridržujemo si pravico do spremembe zasnov in tehničnih specifikacij svojih izdelkov. 14

Object identifier Access Object Name Type Unit Range

OBJECT_ANALOG_VALUE:5 R Error table 3
(1-error active) UINT16

Bit 0: Water level increase in vessel without Flamcomat activity*
Bit 1: Water level decrease in vessel without Flamcomat 
activity*
Bit 2: Maintenance 1 is due
Bit 3: Initial fill failed
Bit 4: Maximum refill time exceeded
Bit 5: Maximum drain time exceeded*
Bit 6: No refill flow
Bit 7: Amount refill water too much
Bit 8: Spare
Bit 9: Spare
Bit 10: Spare
Bit 11: Initial fill active
Bit 12: Manual initial fill active
Bit 13: System fill timer expired*
Bit 14: Quick fill timer expired*
Bit 15: Maintenance 2 is due

OBJECT_ANALOG_VALUE:6 R Error table 4 
(1-error active) UINT16

Bit 0: Maintenance 3 is due
Bit 1: Maintenance 4 is due
Bit 2: Spare
Bit 3: Spare
Bit 4: Spare
Bit 5: Spare
Bit 6: Spare
Bit 7: Spare
Bit 8: Spare
Bit 9: Spare
Bit 10: Spare
Bit 11: Spare
Bit 12: Spare
Bit 13: Spare
Bit 14: Spare
Bit 15: Spare

OBJECT_ANALOG_VALUE:7 R Operational hours total UINT16 hours

OBJECT_ANALOG_VALUE:8 R Availability 
( 0 - No, 1 - Yes) UINT16

Bit 0: P35 M1 pressure increase
Bit 1: P36 M2 Pressure increase
Bit 2: P33 V1 (pressure decrease/ compressor valve)
Bit 3: P34 V2 (pressure decrease/ compressor valve)
Bit 4: P31 V3 (filling pump/ valve)
Bit 8: Minimum pressure limiter
Bit 9: Diaphragm rupture sensor
Bit 10: Maximum temperature sensor

OBJECT_ANALOG_VALUE:9 R Pressure setpoint UINT16 cbar 0..16000
OBJECT_ANALOG_VALUE:10 R Minimum water level (absolute) UINT16 %
OBJECT_ANALOG_VALUE:11 R Level refeeding On (absolute) UINT16 %
OBJECT_ANALOG_VALUE:12 R Level refeeding Off (absolute) UINT16 %
OBJECT_ANALOG_VALUE:13 R Minimum level alarm limit UINT16 %
OBJECT_ANALOG_VALUE:14 R Maximum level alarm limit UINT16 %
OBJECT_ANALOG_VALUE:15 R Nominal volume of vessel UINT16 l

OBJECT_ANALOG_VALUE:16 R Operational mode UINT16
0 - single mode, 
1 - redundant mode
2 - load-dependent 

OBJECT_ANALOG_VALUE:17 R Total refill liters UINT16 l
OBJECT_ANALOG_VALUE:18 R Total refill minutes UINT16 minute
* Not applicable for the Flamcomat MK-U G4
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5.2  FlexFiller
Object ID Access Oject name Type Unit Formatting
OBJECT_ANALOG_VALUE:0 R "alarms" U64 Binary Bit 0: ALR_SYSTEM_PRESSURE_LOW

Bit 1: ALR_SYSTEM_PRESSURE_BELOW_MINIMUM
Bit 2: ALR_SYSTEM_PRESSURE_BELOW_MINIMUM
Bit 3: ALR_SYSTEM_PRESSURE_SENSOR_OOB_HIGH
Bit 4: ALR_SYSTEM_PRESSURE_HIGH
Bit 5: ALR_SYSTEM_FILL_TIMER_EXPIRED
Bit 6: ALR_SAFETY_VALVE_ACTIVE
Bit 7: ALR_VESSEL_PRECHARGE_LOST
Bit 8: ALR_PUMP_1_OVER_CURRENT
Bit 9: ALR_PUMP_2_OVER_CURRENT
Bit 10: ALR_PUMP_1_NO_CURRENT
Bit 11: ALR_PUMP_2_NO_CURRENT

OBJECT_ANALOG_VALUE:1 R "warnings" U64 Binary Bit 0: WRN_SYSTEM_PRESSURE_HIGH
Bit 1: WRN_MAX_AMOUNT_TOPUP_WATER
Bit 2: WRN_SYSTEM_PRESSURE_LOW
Bit 3: WRN_NUMBER_OF_TOPUPS
Bit 4: WRN_SUPPLY_PRESSURE_TOO_LOW
Bit 5: WRN_SUPPLY_PRESSURE_TOO_HIGH
Bit 6: WRN_SUPPLY_PRESSURE_SENSOR_OOB_LOW
Bit 7: WRN_SUPPLY_PRESSURE_SENSOR_OOB_HIGH
Bit 8: WRN_SYSTEM_FILL_SELF_LEARNING
Bit 9: WRN_MANUAL_MODE
Bit 10: WRN_MAXIMUM_TOPUP_TIME_EXCEEDED
Bit 11: WRN_NO_TOPUP_FLOW
Bit 12: WRN_MAINTENANCE_1_DUE
Bit 13: WRN_MAINTENANCE_2_DUE
Bit 14: WRN_MAINTENANCE_3_DUE
Bit15: WRN_MAINTENANCE_4_DUE
Bit 16: WRN_SYSTEM_FILL_ACTIVE
Bit 17: WRN_SYSTEM_FILL_ON_HOLD
Bit 18: WRN_ANTI_LEGIONELLA_RUNNING
Bit 19: WRN_DEVICE_REBOOT
Bit 20: WRN_TANK_LEVEL_SENSOR_OOB_LOW
Bit 21: WRN_TANK_LEVEL_SENSOR_OOB_HIGH
Bit 22: WRN_PUMP_DRY_RUN
Bit 23: WRN_TANK_OVERFLOW
Bit 24: WRN_MANUAL_SYSTEM_FILL
Bit 25: WRN_PUMP_1_RUNTIME
Bit 26: WRN_PUMP_2_RUNTIME
Bit 27: WRN_ANTI_LEGIONELLA_RECOVERY
Bit 28: WRN_VACUUM_PRESSURE_SENSOR_OOB_LOW
Bit 29: WRN_VACUUM_PRESSURE_SENSOR_OOB_HIGH
Bit 30: WRN_FILTER_FULL
Bit 31: WRN_VACUUM_ERROR
Bit 32: WRN_SYPHON_FLUSH_DETECTED

OBJECT_ANALOG_VALUE:2 R "current system pressure" U16 mbar Decimal

OBJECT_ANALOG_VALUE:3 R "current supply pressure" U16 mbar Decimal

OBJECT_ANALOG_VALUE:4 R "current tank level" U16 % Decimal

OBJECT_ANALOG_VALUE:5 R "current vacuum pressure" U16 mbar Decimal

OBJECT_ANALOG_VALUE:6 R "pressure setpoint" U16 mbar Decimal

OBJECT_ANALOG_VALUE:7 R "safety valve setting" U16 mbar Decimal

OBJECT_ANALOG_VALUE:8 R "low pressure alarm limit" U16 mbar Decimal

OBJECT_ANALOG_VALUE:9 R "high pressure alarm limit" U16 mbar Decimal

OBJECT_ANALOG_VALUE:10 R "vessel volume" U16 l Decimal

OBJECT_ANALOG_VALUE:11 R "digital input" U16 Binary NA
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OBJECT_ANALOG_VALUE:12 R "digital output" U16 Binary Bit 0: P36 (Pump 2 / NC)
Bit 1: P35 (Pump 1/MV1 topup valve )
Bit 2: P34 (NC)
Bit 3: P33 (NC)
Bit 4: P32 (NC)
Bit 5: P31 (Inlet valve/MV2 Drain Valve)
Bit 6: P29 (VFC 1)
Bit 7: P28 (VFC 2)
Bit 8: P27 (VFC 3)

OBJECT_ANALOG_VALUE:13 R "accessories" U32 Binary NA

OBJECT_ANALOG_VALUE:14 R "days to next maintenance 1" U16 count Decimal

OBJECT_ANALOG_VALUE:15 R "days to next maintenance 2" U16 count Decimal

OBJECT_ANALOG_VALUE:16 R "days to next maintenance 3" U16 count Decimal

OBJECT_ANALOG_VALUE:17 R "days to next maintenance 4" U16 count Decimal

OBJECT_ANALOG_VALUE:18 R "overall runtime" U32 h Decimal

OBJECT_ANALOG_VALUE:19 R "total filled volume" U32 ml Decimal

OBJECT_ANALOG_VALUE:20 R "total fill time" U32 s Decimal

OBJECT_ANALOG_VALUE:21 R "activations MV1" U32 count Decimal

OBJECT_ANALOG_VALUE:22 R "activations MV2" U32 count Decimal

OBJECT_ANALOG_VALUE:23 R "runtime MV1" U32 s Decimal

OBJECT_ANALOG_VALUE:24 R "runtime MV2" U32 s Decimal

OBJECT_ANALOG_VALUE:25 R "activations Pump1" U32 count Decimal

OBJECT_ANALOG_VALUE:26 R "activations Pump2" U32 count Decimal

OBJECT_ANALOG_VALUE:27 R "activations Valve1" U32 count Decimal

OBJECT_ANALOG_VALUE:28 R "runtime Pump1" U32 s Decimal

OBJECT_ANALOG_VALUE:29 R "runtime Pump2" U32 s Decimal

OBJECT_ANALOG_VALUE:30 R "runtime Valve1" U32 s Decimal

OBJECT_ANALOG_VALUE:31 R "nrOfNormalTopUps" U32 count Decimal

OBJECT_ANALOG_VALUE:32 R "nrOfEmergencyStops" U32 count Decimal

OBJECT_ANALOG_VALUE:33 R "safetyValveActivations" U32 count Decimal

OBJECT_ANALOG_VALUE:34 R "activationsVfc1" U32 count Decimal

OBJECT_ANALOG_VALUE:35 R "activationsVfc2" U32 count Decimal

OBJECT_ANALOG_VALUE:36 R "activationsVfc3" U32 count Decimal
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Nizozemska 
hydronic flow control 
+31 36 520 62 300
info@flamcogroup.com 
www.flamcogroup.com

Kontakt

Danska 
Flamco Denmark 
+45 44 94 02 07 
info@flamco.dk

Madžarska 
Flamco Kft 
+36 23 880981 
info@flamco.hu

Belgija 
hydronic flow control 
+32 2 371 01 67 
info@flamco.be

Francija 
hydronic flow control. 
+33 4 78 78 16 00 
info@flamco.fr

Rusija 
ООО »Майбес РУС« 
+7 495 727 20 26 
moscow@flamcogroup.ru

Švica 
Flamco AG 
+41 41 854 30 50 
info@flamco.ch

Estonija 
Flamco Baltic 
+372 568 838 38 
info@flamco.ee

Italija 
Flamco Italy 
+39 030 258 6005 
flamco-italia@flamcogroup.com

Kitajska 
Flamco Heating Accessories  
(Changshu) Ltd, Co. 
+86 512 528 417 31 
yecho@flamco.com.cn

Nemčija 
Meibes System-Technik GmbH 
+49 342 927 130 
info@meibes.com

Slovaška 
Flamco SK s.r.o. 
+421 475 634 043 
info@meibes.sk

Združeni arabski emirati  
Flamco Middle East 
+971 4 8819540 
info@flamco-gulf.com

Finska 
Flamco Finland 
+358 10 320 99 90 
info@flamco.fi

Poljska 
Flamco Meibes Sp. z o.o. 
+48 65 529 49 89 
info@flamco.pl

Češka republika 
Flamco CZ s.r.o. 
+420 284 00 10 81 
info@meibes.cz

Nemčija 
Flamco GmbH 
+49 2104 80006 20 
info@flamco.de

Švedska 
Flamco Sverige 
+46 50 042 89 95 
vvs@flamco.se

Združeno kraljestvo  
Flamco Limited 
+44 17 447 447 44 
info@flamco.co.uk



Flamco B.V.  
Fort Blauwkapel 1 
1358 DB Almere  
the Netherlands 
+31 33 299 75 00 
info@flamcogroup.com 
www.flamcogroup.com

Avtorske pravice si pridržuje Flamco B.V., Almere, Nizozemska. Noben del te publikacije se ne sme reproducirati ali objaviti na kakršenkoli drug način brez izrecnega dovoljenja in omembe vira. 
Navedeni podatki veljajo izključno za izdelke Flamco. Flamco B.V. ne prevzema nobene odgovornosti za nepravilno uporabo ali razumevanje tehničnih informacij. Flamco B.V. si pridržuje pravico 
do tehničnih sprememb.
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